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Performance Labels

z Tyco
Electronics Performance Labels

VF/NPVF/VF-130 Tedlar® color coding tape and labels

This polyvinyl fluoride material is designed for use as a wire/cable
marker, label and wrap-around in the general aviation industry.
The product is ideal for a variety of harsh chemical environments
and where non-igniting/self-extinguishing properties are a
necessity. It is available in several application-defined types and
sizes and can be used with various printing technologies.

VF series

The VF series of Tedlar® products is specifically designed for
wire/cable labeling. The product is dot matrix or thermal transfer
printable and is available in several continuous and die-cut formats
to fit a wide range of cables/cable bundles. The product meets all
the requirements of the BMS 13-47, DMS 2359 and GAT100BA
specifications, the benchmarks for pressure-sensitive wrap-around
labels in the aerospace industry.

NPVF Series

The NPVF Tedlar®is a non-printable, 12.7mm (0.5") wide

and 30.48m (100’) long continuous tape designed for use Temperature rating

as a color-coded identifier for cables/cable bundles. Operating temperature range

Besides identifying the bundle this product is wrapped VF and NPVF —40°C to+130°C —40°F to +266°F
around, it also provides strength and rigidity to the bundle. VE-130 —40°C t0+105°C  —40°Fto 422 1°F
The product has all the features of the VF series of Tedlar® VE-130 L40°C 10 105°C 40°F 10 221°F

products except for printability. L
Specifications/approvals

VF-130 Series Tyco Electronics TTDS-005 (TTVF/DMVF)
The VF-130 series is a range of clear non-printable Tedlar® TTDS-004 (NPVF)
tapes designed for use as an over laminate on wires/bundle Military MIL-M-87958
identifiers where additional UV protection is required. These DMS 2359
tapes can be used over various types of identifiers like wrap Industry BMS-13-47
around labels, heat-shrink labels, tie-on cable labels and BACT 19
pressure-sensitive markers. GAT100BA
Printer information
Features and benefits Tyco Electronics printer AM63 10 (dot matrix)
B Resists water, oil, conventional cleaning agents, T308S" (thermal transfer)
and oil based solvents *Size dependent. Contact Tyco
Electronics.

B Filters UV light
9 Tyco Electronics ribbon 1892BKO1 (dot matrix)

1330-3300-10" (thermal transfer)
* Alternative printers and ribbons are available

B Exhibits high degree of resistance to aging

B Meets the requirements of MIL-M-87958 for special applications. Contact Tyco
Electronics Electronics Identification for more
B Available in several colors to facilitate color-coding Ny e

and clear for over laminating
Part numbering system (Continuous)

TTVE 200 YW-100

Length (feet)

Color
@ — Width (inches)

Product family

Part numbering system (Die-Cut)
TTVF 6004 GN 2.5

Pack size

Color

Label size (W x H)
Product family
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VF/NPVF/VF-130 Tedlar® color coding tape and labels %
Ordering information E
Continuous Die-Cut NPVF Q
—~| WEBWIDTH |~ WEB WIDTH Q
LABEL WIDTH 1 —} ‘L WIDTH J‘ ;
° [ C———
o s . %)
o HEIGHT | ]Z — ROLLWIDTH w
o 57777777777777]707 VERT. RE :
5 R
o g i i E
955 —%J_
I
By
£33 t
Polyvinyl Fluoride VF Tedlar® — Continuous Labels :
Order_ing Printer Label vyidth Label length Quantity m
description type mm  inches Meters  Feet per pack
<format>VF050<color> -180 DM/TT 12.70 0.500 54.86 180 Continuous Q
<format>VF075<color> -100 DM/TT 19.05 0.750 30.48 100 Continuous 9 E
<format>VF100<color> -100 DM/TT 25.40 1.000 30.48 100 Continuous
<format>VF150<color> -100 DM/TT 38.10 1.500 30.48 100 Continuous g
<format>VF200<color> -100 DM/TT 50.80 2.000 30.48 100 Continuous
<format>VF300<color> -100 DM/TT 76.20 3.000 30.48 100 Continuous
<format>VF400<color> -100 DM/TT 101.60 4.000 30.48 100 Continuous
Polyvinyl Fluoride VF Tedlar® — Die-Cut Labels
Ordering Printer Label width Label height Quantity
description type mm  inches mm  inches per pack
<format>VF1029<color>2.5 DM/TT 2540 1.000 73.66 2.900 2500
<format>VF1079<color>1 DM/TT 2540 1.000 200.66 7.900 1000
<format>VF1529<color>2.5 DM/TT 38.10 1.500 73.66 2.900 2500
<format>VF1679<color>1 DM/TT 40.64 1.600 200.66 7.900 1000
<format>VF3015<color>1 DM/TT 76.20 3.000 38.10 1.500 1000
<format>VF3509<color>2.5 DM/TT 88.90 3.500 22.86 0.900 2500
<format>VF6004<color>2.5 DM/TT 152,40 6.000 10.16 0.400 2500
Options
Format (TT) Thermal transfer printable
(DM) Dot matrix printable
Colors Yellow White Red Blue Green Violet Pink i)
Code YW WE RD BE GN VT PK q)
Polyvinyl Fluoride NPVF Tedlar® - Color coding tape %
Order_ing Printer Roll W[dth Label length Quantity \l
description type mm  inches Meters  Feet per pack
NPVFO50XX-100 N/A 12.70 0.500 3048 100 Continuous Q.)
Options 8
Colors Yellow White Red Blue Green Violet Pink Black Brown Orange  Grey Gold ('B
Code YW WE RD BE GN VT PK BK BN OE GY GD E
Polyvinyl Fluoride VF-130 Tedlar® — Over laminate tapes -
Order_ing Printer Label vyidth Label length Quantity &
description type Color mm  inches Meters  Feet per pack 1
NPVF150CL-100 N/A Clear 38.10 1.500 3048 100 Continuous Q)
NPVF200CL-100 N/A Clear 50.80 2.000 3048 100 Continuous D~
NPVF300CL-100 N/A Clear 76.20 3.000 3048 100 Continuous
NPVF400CL-100 N/A Clear 101.60 4.000 3048 100 Continuous
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RMK-6 Computer printable epoxy coated labels

RMK-6 is a computer printable labelstock with outstanding fluid
and abrasion resistance, designed to be printed by impact dot
matrix printers. When heat-cured after printing, its unique heat
reactive epoxy surface “locks in” the image to combine the
versatility and convenience of on-site printing with performance to
meet the toughest conditions. A high performance acrylic
adhesive ensures simple installation while maintaining excellent
adhesion.

Typical applications are rating plate labels, component
identification, and pipe and cable wraparound markers. Outdoor
use is not recommended.

Features and benefits

Printable by dot matrix printers

Excellent fluid and abrasion resistance without an overlay

]
]
B High performance acrylic adhesive
B |ow fire hazard properties

]

Indoor use only
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Temperature rating

Operating temperature range
Wiring marking —40°Cto+85°C

—40°Fto+185°F

Panel marking —-40°Cto+105°C

—40°Fto+221°F

Excursion temperature +200°C for 2 hours
Storage conditions Unopened 12 months at temperatures not exceed-

ing+35°C (+95°F).

Opened 6 months at temperatures not exceed-
ing+25°C (+77°F)

u) and 80% relative humidity
=~ Curing 4-6 minutes at 160°C
8 inan air circulating oven.

V] Specifications/approvals
~d Tyco Electronics RW 2520

TTDS-032

8 Industry UL MH 17259 Group PGGU2

c

(U Printer information

E Tyco Electronics printer AM63 10 (dot matrix)

| . Tyco Electronics ribbon 1892BK04 (dot matrix)
1S

. Part numbering system
qu RMK6 8.5

Label height (mm)
Product family
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RMK-6 Computer printable epoxy coated labels

Ordering information

Matrix remove(j*

———
7////////////}{(/@ acrylic adhesive
=~
White polyester film

Release paper
carrier
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RayMark coating m
0.16 Nom. R Pressure sensitive . k
S

Available sizes and formats

Ordering Label Label Package
description height width quantity
mm mm Labels per pack
RMK6-4.2 4.20 50.80 10000
RMK6-8.5 8.50 50.80 5000
RMK6-12.7 12.70 50.80 3000
RMK6-17.0 17.00 50.80 2500
RMK6-25.4 25.40 50.80 1500
RMK6-55.0 55.00 50.80 750
RMK6-WM* * 50.80 *

*An uncut version for wraparound markers. Spool length = 40 meters.

Options
Colors Standard White
L
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RMK Computer printable epoxy coated labels in a sheet form

RMK is a computer printable labelstock with outstanding fluid and
abrasion resistance, designed to be printed by sheet fed inkjet
printers. When heat-cured after printing its unique heat reactive
epoxy surface “locks in” the image to combine the versatility and
convenience of on-site printing with performance to meet the
toughest conditions. A high performance acrylic adhesive ensures
simple installation while maintaining excellent adhesion. A wide
range of label sizes are available, supplied in A4 sheets for feeding
through standard inkjet printers.

Typical applications are replacement of engraved metal or plastic
labels, signs, rating plate labels, and color coding.

Features and benefits
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B High performance label material
B High performance acrylic adhesive
B A4 format sheet
) o ) ) Temperature rating
B Printable by color inkjet printers with sheet feed )
Operating temperature range
- ) ) ) ) )
Outstanding fluid and abrasion resistance without an overlay Wiingmarking ~ ~40°C10485°C  ~40°Fto+185°F
® | ow fire hazard properties Panelmarking ~ —40°Cto+106°C  —40°Ft0+221°F
B |ndoor use only Excursion temperature +200°Cfor 2 hours
Storage conditions Unopened 12 months at temperatures not exceeding
+35°C (+95°F)
Opened 6 months at temperatures not exceeding
+25°C (+77°F)
and 80% relative humidity
4w Curing 4-6minutesat 160°C
-
@ IEED @ inanair circulating oven.
Specifications/approvals
Tyco Electronics RW 2518
Industry UL MH17259 Group PGGU2
Printer information
Various color inkjet printers can be used depending on the application, mainly HP80O
U) or HP90O series if available.
— Tyco Electronics recommended printer Epson R340/R320
QJ Tyco Electronics recommended inks Standard Epson
% For further advice on possible alternative printers, contact Tyco Electronics.
Part numbering system
8 RMK-18x35-A4
o Sheet glze
(@) Label size (mm)
S Product famil
o y
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RMK Computer printable epoxy coated labels in a sheet form %
Ordering information Q
B 210 mm i
)
y
v &
297 mm @
i :
«
188 mm r=1mmto3mm §
usable n (size dependent)
; ; A4 sheet dimensions Label dimensions t
Available sizes and 1<...vu.o
Ordering Label Label Labels :
description height width per sheet m
mm mm
RMK-6x20-Ad 6 20 224 Q
RMK-9x25-A4 9 25 132 9 E
RMK-10x19-A4 10 19 160
RMK-11x40-A4 11 40 72 g
RMK-18x20-A4 18 20 96
RMK-18x25-A4 18 25 72
RMK-18x35-A4 18 35 48
RMK-18x50-A4 18 50 36
RMK-25x30-A4 25 30 45
RMK-25x35-A4 25 35 36
RMK-25x50-A4 25 50 27
RMK-25x70-A4 25 70 10
RMK-25x75-A4 25 75 18
RMK-25x100-A4 25 100 10
RMK-28x40-A4 28 40 32
RMK-30x13-A4 30 13 88
RMK-30x25-A4 30 25 48
RMK-30x70-A4 30 70 14
RMK-35x75-A4 35 75 12
RMK-50x13-A4 50 13 50 i’)
RMK-50x25-A4 50 25 30 Q)
RMK-50x100-A4 50 100 5 _Q
RMK-75x150-A4 75 150 (9v}
RMK-87x13-A4 87 13 33 ~
RMK-87x25-A4 87 25 18 Q)
RMK-150x150-A4 150 150 1 Q
RMK-170x13-A4 170 13 11 :
RMK-170x25-A4 170 25 6 m
RMK-190x30-A4 190 30 5 E
RMK-200x13-A4 200 13 10 b
RMK-250x13-A4 250 13 11 \-|9
RMK-250x25-A4 250 25 6 qk)
RMK-UNCUT-A4 Uncut 50 sheets Q~
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B Available in continuous format

B Several widths and colors available
Temperature rating

B |nterior and exterior aircraft use including flight Sperting forperatie tane

entertainment and deck instrumentation Clear, White 40°C10+150°C -40°F t0+302°F

B Thermal transfer printable Metalized, and colors
B Printable in any combination of material and ribbon colors i e L
Tyco Electronics TTDS-031
Military A-A-59485 (accelerated weather
resistance and salt spray)

— g Indust GAT 100BB
UL 17292 Group PGJI2 (polywhite)

Printer information
Tyco Electronics printer T312S (thermal transfer)
Tyco Electronics ribbon 1330-0607-10 (thermal transfer)

Part numbering system
TTP 200 CL-10
T T Length
Color
Label width (inches)
Product name
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