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Product Facts

m Automatic power cut-off
switch to protect heating
element if air flow is
interrupted

m Pressure regulator and
gauge for adjusting air flow
and temperature

m Indicator light that goes on
when power is applied to
heating element

m Very focused heat

m Wide variety of reflectors
available

m Excellent tool for small
items and confined areas

Applications
Used for installing heat-

shrinkable tubing in multiple

applications. Excellent for
installing SolderSleeve
devices (wire-to-pin appli-
cations) and SolderTacts
contacts.

Ordering Information

AA-400 Super Heater Compressed-Air Heating Tool

Specifications

WEAT ON

o

MARKIE

Utility Requirements

Electrical

120-V model: 120 Vac, 4 A, 50-60 Hz
240-V model: 240 Vac, 2 A, 50

60 Hz

Air (oil free)

60 psig minimum, 5 cfm

Model Voltage Description Part No.
AA-400 Super Heater with stand, needlepoint tip, 120 Vac AA-400-32 582602-000
Mini SolderSleeve reflector, and input air filter 240 Vac (CE version) AA-400-200 281917-000
Accessories and Replacement Parts* Part No. Description NSN Stock No.
SolderSleeve reflector 979646-000 AA-400-94 4940-00-609-4993
Needlepoint tip 979647-000 AA-400-96 4940-00-148-9847
Boot and tubing tip 979691-000 AA-400-101 4940-00-148-9848
Mini SolderSleeve reflector 979663-000 AA-400-102 4940-01-043-7634
Low-flow tip 979672-000 AA-400-103 3439-01-173-8810
Heating Element replacement kit, 120 V 013750-000 AA-400-128 —
Heating Element replacement kit, 240 V (CE) 444179-000 AA-400-228 —
Stand 979649-000 AA-400-09 —
Input air filter 979673-000 AA-400-P-Y-92 —
Air hose replacement kit 156553-000 AA-400-136 —
Gun and air hose replacement kit 238231-000 AA-400-229 —
*Controller is not sold separately.
Available in: Americas Europe Asia Pacific
n n n
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Product Facts

m Robust, double-insulated,
heavy-duty unit

m Highest-wattage unit
(1600-2260 watts)

m Integral stand that allows
use as bench tool

m Safe, quiet operation

m Precisely variable
temperature

m Variety of reflectors
available

m Easy fixturing for dual
opposing heating

Applications

Used for installing dual wall
or single wall tubing up to
three inches in diameter
and for installing
SolderSleeve devices.
Closed loop version (PID)
also available.

CV-1981 and CV-1983 Heavy-Duty Hot-Air Heating Tools

Technical Specification

Electrical Supply

CV-1981-MK2 120 V and 230 V
CV-1983 120 V and 230 V
CV-1981 PID 120 V and 230 V
Power Consumption
CV-1981-MK2 1600 W
CV-1983 2260 W/3060 W
CV-1981 PID 1600 W
Total System Noise

CV-1981-MK2 65dB
CV-1983 65dB
CV-1981 PID >70dB

Length
CV-1981-MK2 340[13]
CV-1983 320 [13]
CV-1981 PID 350 [13]

Weight
CV-1981-MK2 1.3 Kg [2.90 Ib]
CV-1983 1.5 Kg [3.30 Ib]
CV-1981 PID 1.4 Kg [3.10 Ib]

Air Flow

CV-1981-MK2 Max 230 I/min
CV-1983 Max 500 I/min
CV-1981 PID 230 I/min

Product Range

All dual wall, single wall and molded part products.

Various devices products.

For other Raychem products , contact Tyco Electronics.

Available in: Americas

Europe

Asia Pacific
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Ordering Information

Accessories

CV-1981 and CV-1983 Heavy-Duty Hot-Air Heating Tools (Continued)

Equipment Description Part No. Voltage Hz
CV-1981-120V1600W-CANMK2 A42716-000 120V 50/60 Hz
CV-1981-120V1600W-UKMK2 E95798-000 120V 50/60 Hz

CV-1981-MK2 CV-1981-230V1600WMK2 813914-000 230V 50/60 Hz
CV-1981-230V1600W-SEVMK2 F25836-000 230V 50/60 Hz
CV-1981-230V1600-UKMK2 340970-000 230V 50/60 Hz
CV-1983-110V-2260W-UK 441753-000 120V 50/60 Hz
CV-1983-220V-2260W 773898-000 230V 50/60 Hz

CV-1983 CV-1983-220V-2260W-UK 985426-000 230V 50/60 Hz
CV-1983-220V-3060W 538361-000 230V 50/60 Hz
CV-1983-220V-3060W-UK 231866-000 230V 50/60 Hz
CV-1981-120V-1600W-CANPIDF 839218-000 120V 50/60 Hz
CV-1981-120V-1600W-UKPID 928826-000 120V 50/60 Hz

CV-1981-PID CV-1981-230V-1600WPID 958770-000 230V 50/60 Hz
CV-1981-230V-1600W-SEVPIDF 434366-000 230V 50/60 Hz
CV-1981-230V-1600W-UKPIDF 385828-000 230V 50/60 Hz

CV-1983 Barrel Adapter AD-1962 989172-000 — —
Application Part No.
PR-12 reflector Tubing: 6.3-25.4 mm [0.25—1 in] 991973-000
PR-13 reflector Tubing: Up to 6 mm [0.25 in] 991963-000
PR-13C reflector Large SolderSleeve products 991974-000
PR-21 reflector Tubing: Up to 25.4 mm [1 in] 991984-000
PR-24 reflector Tubing/molded parts: 25.4-34.93 mm [1-1.38 in] 991964-000
PR-24A reflector Tubing/molded parts: 34.93-60.33 mm [1.38-2.38 in] 991989-000
PR-25 reflector SolderSleeve products: Up to 7 mm [0.28 in] 991965-000
PR-25D reflector SolderSleeve products: 6.3-12.7 mm [0.25-0.50 in] 989523-000
PR-26 reflector Small SolderSleeve products 991967-000
PR-33 reflector SolderSleeve products: 19.05-25.4 mm [0.75-1 in] 997768-000
AD-1962 adapter for larger-barrel CV-1983 — 989172-000
PR-34 reflector SolderSleeve products: 12.0-20.0 mm [0.47-0.79 in] 989111-000
PR.51 Special narrow reflector for molded part transitions 113069-000

(21.5 x 3.5 mm nozzle) [.85 x .14 in]

*Note: A42716 supersedes and replaces 538005
340970 supersedes and replaces 923002
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Products Facts

m Light weight

m Easy, quiet operation

m Precise variable
temperature

= 1500 watts

m Reflectors and stand
(optional)

= Wide variety of applications

m CE approved (230 V only)

Applications

Used for installing heat-
shrinkable tubings and
molded parts, SolderSleeve
devices, and SolderTacts
contacts.

HL1802E and HL2005E Steinel General Purpose Hot-Air Heating Tool

%

Specifications

12O~
SulEnNER

S —

electronic

HL2005 E

Steinel (120 V) power requirement

120V, 60 Hz, 12.5 A

Steinel (230 V) power requirement

230V,50Hz, 8.7 A

Rated heater element power

110V - 1500 W/230V-2000W

Weight

850 g [1.9 b]

Cord length

Approx. 3 m [approx. 8 ft]

Typical temperature output®

49°C to 593°C [120°F to 1100°F]

*The Steinel heating tool is equipped with a variable temperature control. The
correct temperature setting of the tool will vary, depending on application
characteristics. The recommended procedure is to experiment with scrap
materials and start with the lowest temperature range.

Available in: Americas

Europe

Asia Pacific
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Electronics HL1802E and HL2005E Steinel General Purpose Hot-Air Heating Tool (Continued)
Ordering Information Model /Description Part No.
HL1802E-Kit-120 V** 289759-000
HL2005E-230V-Euro 910424-000
HL2005E-230V-UK 629014-000
HL2005E-Kit-230-Euro** 849224-000
Accessories and Replacement Parts Description Part No.
SolderSleeve reflector HL1802E-074616 832011-000
HL1802E-ADAPT for use with PR reflectors*** HL1802E-ADAPT-PR 444817-000
Tubing reflector HL1802E-070519 022611-000
Bench stand HL1802E-BENCH-STD 717083-000
9-mm-diameter reduction nozzle HL1802E-070618 930321-000

**Complete with SolderSleeve reflector.
***Selection of PR reflectors can be found in CV-1981/CV-1983 section.

Accessories

—
Clip-on bench stand SolderSleeve reflector (P/N Optional tubing reflector (P/N
(P/N 717083-000) for heating tool. 832011-000) for SolderSleeve 022611-000) for larger tubing and
Must be ordered separately. terminators, SolderTacts contacts, molded parts. Must be ordered
and small-diameter tubing. Comes separately.
standard with Steinel heating tool.
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Product Facts

m Small, lightweight,
fan-cooled unit

m Small profile for installation
where space is restricted

m Handheld operation

m Focused heat

m Quiet, efficient IR operation
m CE approved

Applications

Used for installing
SolderSleeve devices and
SolderTacts contacts.

Specifications and Dimensions

Infrared Heating Tool IR-1759 MiniRay

Tungsten-halogen

Lamp Nominal power 250 W, 24 Vac, 50-60 Hz
Fan 12 Vac (supplied through control unit)
Weight .73 kg [1.6 Ib]

Cable length 2m[6.5 ft]

Electronic Control Unit

Main supply 110/230 Vac, 50/60 Hz, 11 A/5.5A universal
Weight 3.4kg[7.6 Ib]
Dimensions 16.3x12.2x12.2cm [6.4 x 4.8 x 4.8 in]

*Control box not shown

Ordering Information Description Part No.
Complete kit consisting of:
Do vy ector/Gontrol Box (Manual control, IR1759-MK3-AT3130-EDCont ~ 898738-000
Accessories and Handtool, standard aperture IR-1759-MK3/A 986899-000
Replacement Parts Handtool, large aperture IR-3104-MK3/A 035343-000
Control box with time control-230 V ED-7-001-MK2-230V-50HZ 869233-000
Control box with time control-110 V ED-7-002-MK2-110V-60HZ 903553-000
Control box with manual control-110/230V ED-7-CONT-230/110V 684886-000
Battery powered control box ED-7-Batterybox-230/110V 448969-000
Conversion kit (AE-897) for adapting standard-
aperture MiniRay heating tool to wide-aperture AT-313/AE-897 934630-000
MiniRay tool (includes reflector)
Inner reflector (standard aperture) AE-424 547918-000
Inner reflector (wide aperture) AE-153 988285-000
Lamp (250 W, 24 V) NAE-143-3 988208-000
Filter (standard aperture) US AES-IR1759-100 431468-000 (US only)
Filter (standard aperture) UK NAE-144-2 988128-000
Filter (wide aperture) NAE-144-3 988293-000
*IR tools are not recommended for use with black wire or cable insulations.
Available in: Americas Europe Asia Pacific
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Product Facts

m Stand-mounted or
handheld, rugged unit for
heavy-duty use

m Built-in stand and turbo-fan-
driven blower

m Adjustable side vents
m Adjustable temperature
m 1680 to 2160 watts

m Large reflector size

m High heat output for fast
installation

Applications

Used for installing molded
parts onto adapters or
harnesses and installing

a broad range of heat-
shrinkable products, includ-
ing boots and tubing up to
three inches in diameter..

Specifications

ThermoGun HG Hot-Air Heating Tool

Model Power Requirements  Input Watts Temperature Range CFM* RPM**
HG-501A 120V, 60 Hz, 14 A 1680 260°C-399°C [500°F-750°F] 23 1700
HG-502A 230V, 50/60 Hz, 7 A 1680 260°C-399°C [500°F-750°F] 23 1700
HG-751A-C 120V, 60 Hz, 18 A 2160 399°C-538°C [750°F-1000°F] 23 1700
HG-752A 230V, 50/60 Hz, 9 A 1740 399°C-538°C [750°F-1000°F] 23 1700

*CFM = Cubic feet per minute.

**RPM = Revolutions per minute.

Available in: Americas Europe Asia Pacific
n n
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Housing Color Part No.
Red 462047-000
Red 389363-000
Red 926935-000
Red 026239-000
Accessories Tubing Application Part No.
A-160-HG standard reflector Diameters up to 19.05 mm [0.75 in] 991017-000
A-170-HG large tubing reflector Diameters of 19.05-50.8 mm [0.75-2 in] 991018-000
TG-23 small boot reflector Diameters up to 44.5 mm [1.75 in] 991026-000
TG-24 large boot reflector — 991027-000
*Complete with bench stand.
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