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Introduction

Raychem SolderSleeve
coaxial cable terminators
allow reliable, easy termina-
tions in a variety of coaxial
cable applications, includ-
ing printed circuit boards
(PCBs). The insulating and
strain-relieving capabilities
of SolderSleeve terminators
provide the ideal solution to
center-conductor breakage
problems.

Designed for applications
with temperatures up to
150°C [302°F], the products
in this section include:

m SolderSleeve coaxial
cable terminators, which
allow reliable, economical
attachment of coaxial
cable to connector
terminals, printed wiring
assemblies, or solderless
wrap terminals.

m One-piece SolderSleeve
PCB coaxial cable termi-
nators, which permit
quick, easy, and cost-
effective terminations of
coaxial cable to printed
circuit boards.

m RF one-step BNC/TNC
connectors, which are sin-
gle-piece assemblies for
terminating the center
conductor and the braid
of a broad range of coax-
ial cables. They are fully
intermateable with MIL-C-
39012C connectors and
are available in 50-ohm
and 75-ohm versions
(refer to pages 8-53 to
8-58 for product informa-
tion).

With precisely measured
solder and flux, SolderSleeve
products provide exact
process control of termina-
tions. The SolderSleeve
method means strong
connections with the lowest
possible voltage drop. Small,
lightweight SolderSleeve
terminators are also the ideal
solution for high-density
packaging problems.

Catalog 1654025
Revised 12-03

www.tycoelectronics.com

Dimensions are in millimeters
and inches unless otherwise
specified. Values in brackets
are U.S. equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Japan: 81-44-900-5102
Singapore: 65-4866-151

UK: 44-1793-528171



tuco

Coaxial Cahle Termination

Product Selection Process

1. Select product series
from the product options
table below.

2. Select preinstalled lead
type from the table below.

Raychem

3. Determine cable RG

number or dimensions.

4. Select part number from

Table A (CWT series) or
Table B (B-02X/B-04X
series) on the next page.

(Min) Cable Shield Plating Part No. Selection Table Design
Tin, copper A 2-pc.
Tin, silver B 1-pc.
Tin, silver (o] 2-pc.
Tin D 2-pc.
ng AWG Length Color
(W1) 22 150 [6.000] White (cntr), green (grnd)
‘HC 24—30 150 [6.000] White (cntr), blue (grnd)
‘HC 24—30 150 [6.000] White (cntr), blue (grnd)
‘HC 24—30 150 [6.000] White (cntr), blue (grnd)
ad 20—30 150 [6.000] White (cntr), blue (grnd)
[EEVE V] YURU LT \IVIIL-VV-LL 1 YTIOL) T ouanued 20—30 150 [6000] White (cntr), blue (grnd)
B-044 55A0111 (MIL-W-22759/32) Tin Stranded 20—30 150 [6.000] White (cntr), blue (grnd)
D-181-12XX 55A0111 (MIL-W-22759/32) Tin Stranded 20—30 150 [6.000] White (cntr), white w/black stripe (grnd)
D-181-22XX 55A0111 (MIL-W-22759/32) Tin Stranded 20—30 150 [6.000] White (cntr), white w/black stripe (grnd)
D-181-32XX 55A0111 (MIL-W-22759/32) Tin Stranded 20—30 150 [6.000] White (cntr), white w/black stripe (grnd)
D-181-18XX M81822/13 Silver Solid 26-30 150 [6.000] White (cntr), blue (grnd)
D-181-28XX M81822/13 Silver Solid 26-30 150 [6.000] White (cntr), blue (grnd)
D-184 55A0111 (MIL-W-22759/32) Tin Stranded 20-26 150 [6.000] White (cntr), white w/black stripe (grnd)
Product Characteristics
Material
Insulation (B-02X/B-04X, D-181, D-184) Radiation-crosslinked, heat-shrinkable polyvinylidene fluoride (Kynar)
Insulation (CWTseries) Radiation-crosslinked, heat-shrinkable polyolefin
Solder and flux (B-02X/B-04X, D-181) Solder: Sn63 Pb37 Flux: ROL1 per ANSI-J-004 (RMAFIlux)
Solder and flux (CWTseries, D-184) Solder: Sn50 Pb32 Cd18 Flux: ROM1 per ANSI-J-004 (RAFlux)
Typical Performance
Voltage drop 2.0mVv
Tensile strength Exceeds strength of conductor
Available in: Dielectric streng.th 2.0kV
nehcas 5 Temperature rating (CWT, D-184) -55°C to 125°C [-67°F to 257°F]
Europe - Tempgrature .rating (B-02X/B-04X, D-181) -55°C to 150°C [-67°F to 302°F]
Asia Pacific 0 Insulation resistance 1000 megohms
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