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Introduction

Raychem SolderSleeve
shield grounding termina-
tors provide an environmen-
tally sealed, insulated,

and encapsulated solder
connection for a variety of
applications. SolderSleeve
terminators are available in
many styles.

Designed for a wide variety
of temperature applications
ranging from -65°C to
200°C [-85°F to 392°F], the
products in this section
include:

m CWT-X SolderSleeve
terminators, designed for
low-temperature cables
with operating
temperatures up to 125°C
[257°F] and suitable for
most commercial
environments.

m MIL-S-83519
SolderSleeve terminators,
which are immersion
resistant and available
with or without a
preinstalled ground lead.

m SO Seies SolderSleeve
terminators, which also
are immersion resistant
and feature the Raychem
BiAlloy temperature
indication system.

All SolderSleeve products
are reliable, versatile, and
easy to install, resulting in
lower installed costs.

Catalog 1654025
Revised 12-03

www.tycoelectronics.com

Dimensions are in millimeters
and inches unless otherwise
specified. Values in brackets
are U.S. equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Japan: 81-44-900-5102
Singapore: 65-4866-151

UK: 44-1793-528171
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B s Applications Product Selection Process
@ = - @ Used for shield-to-ground 1. Select product series 4. Select part number (use
i termination. from the Product Options the selection table indi-
e PN % table below. cated for your product
= W = :

series in the Product

2. Determine cable Options table below).

dimensions.

5. Refer to Table H on page
8-47 for cross-reference
information.

3. Optional: Select prein-
stalled wire lead type
(see Table G on page
8-45 for type
descriptions).
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Jacket OD (max.) Shield OD (min.)
Product Options (Refer to Table G on Page 8-45 for Additional Information)

Prod_uct S%:;’:r;ﬁ?en Caglseesd;ar:e d Environm_ental Solder Flux Insulat_ion S?I(retc?ig;l
Series (Max.) (Min.) Protection Alloy Type Material Table
CWT 125°C [257°F] 85°C [185°F] Splash resistant Cd18 RA Polyolefin A
S063* 150°C [302°F] 125°C [257°F] Immersion resistant Sn63 RMA Polyvinylidene fluoride B
S01/802**, S03 150°C [302°F] 125°C [257°F] Immersion resistant Sn63 RMA Polyvinylidene fluoride C,D
S096*** 175°C [347°F] 150°C [302°F] Immersion resistant Sn96 RA Polyvinylidene fluoride E
SO175*** 175°C [347°F]  150°C [302°F] Immersion resistant Sn96 RA Polyvinylidene fluoride F

*Meets performance requirements of SAE-AS83519 (formerly MIL-S-83519) and NAS 1747, supplied with BiAlloy temperature indicator.
**Qualified to SAE-AS83519 (formerly MIL-S-83519), supplied with thermochromic temperature indicator.

***Meets performance requirements of SAE-AS83519 (formerly MIL-S-83519) and NAS 1747, supplied with thermochromic temperature indicator.
****Meets performance requirements of SAE-AS83519 (formerly MIL-S-83519), supplied with BiAlloy temperature indicator.

Note: Cadmium-free option (B-152 series) is available for operating temperature of 125°C [257°F]. Consult Tyco Electronics for details.

Available in:
Americas [ ]
Europe [ ]
Asia Pacific [ ]
Catalog 1654025 Dimensions are in millimeters Dimensions are shown for ~ USA: 1-800-522-6752 South America: 55-11-3611-1514
Revised 12-03 and inches unless otherwise reference purposes only. Canada: 1-905-470-4425 Japan: 81-44-900-5102
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Singapore: 65-4866-151

www.tycoelectronics.com  are U.S. equivalents. to change. C. America: 52-55-5-729-0425  UK: 44-1793-528171


















