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Introduction

Raychem insulated electrical
terminal products provide
reliable, repeatable, and
rugged examples of termi-
nals available. We start on
the front end with terminal
sizes and configurations
that meet or exceed indus-
try standards in terms of
material selection, surface
treatment, and electrical
performance.

Here the comparison stops.
What separates Raychem
products from the rest of the
industry are the materials
and termination techniques
used on the back end of the
products, which provide
unparalleled value.

Products include:

m DuraSeal heat-shrinkable
nylon crimp products,
which protect against
water, condensation, salt,
and corrosion. Their
tough, heat-shrinkable
nylon tubing resists abra-
sion and cut-through

damage, provides strain
relief, and protects
against vibration damage.
DuraSeal products are
simple and quick to install
using a crimp tool and a
heat source. They accom-
modate a wide range of
wire sizes and are color-
coded for easy identifica-
tion, yet are transparent
for visual inspection of the
finished splice.

SolderGrip heat-shrinkable
twist-on products, which
utilize a spiral copper
coil that grips and com-
presses the conductors
and allows a prefluxed
solder ring to flow to the
center of the splicing
area, resulting in a highly
reliable, repeatable joint.
SolderGrip terminals use
a durable polyvinylidene
fluoride heat-shrinkable
tubing that protects the
electrical joint and
provides insulation and
strain relief. The

SolderGrip technology is
a reliable means of termi-
nating more than two
conductors time after
time. SolderGrip terminals
can terminate a variety of
conductor types (solid
and stranded) and
platings. Terminations on
more than eight individual
conductors in a single
joint have been success-
fully demonstrated using
this product.

DuraSeal product delivers
protected electrical joints on
industry standard terminals
and is suitable for harsh
environments.
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Dimensions are in millimeters
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specified. Values in brackets
are U.S. equivalents.

to change.
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Approvals and Reference

Insulated Terminals and Disconnects

abuse, wire pull-out, and
abrasion while resisting
water, salt, and other
contaminants.

DuraSeal devices provide a
tough, environmentally
sealed wire connection.
Their crimp barrel or termi-
nal, encased in rugged,
heat-shrinkable nylon

DuraSeal devices retain
flexibility and impact-
resistance long after similar
products have become
prittle.

DuraSeal devices

accomodate wire gauge

tubing lined with a special
hot-melt adhesive, resists
damage from abrasions

and cuts.

sizes 22 to 10. They are
color-coded for easy
identification of gauge
sizes, yet transparent for
inspection of the finished
splice.

Raychem

Agency approvals

ULlisted component, file E87681, terminals except quick connect terminals;

Documents file E157833, quick connect terminals
Raychem specifications RB-108, Specification DuraSeal crimp terminals
Reference documents DuraSeal selection guide (H54153)
DuraSeal installation guidelines (H54154)
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