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Box Il—Two-Piece, High Density
Printed Circuit Board Connectors

Electronics

Product Facts

m Horizontal motherboard
stacking capability

m Mateable with AMP-HDI pin
assemblies

m 4-beam box-type receptacle
contact design provides
four areas of contact per
connection

m Available with ACTION PIN
contacts or solder posts

m Inserts into standard .100
[2.54] grid

m Keying system provides 64
combinations without loss
of contact count

m High temperature material
permits vapor phase reflow
soldering

m Low mating forces

m Highly economical for
quality and density

m Product Specification
108-9003

Vertical Receptacles with ACTION PIN Posts and Solder Post Contacts

Tyco Electronics vertical
receptacle assemblies,
when mated with AMP-HDI
pin assemblies, permit hori-
zontal stacking of mother-
boards. They are available
with two, three or four rows
of contacts on a .100 [2.54]
grid and with a choice of
either ACTION PIN posts or
solder posts.

The required PC board hole
sizes and patterns of these
receptacle assemblies allow
space-efficient circuitry
layout. The box-type, quad
redundant receptacle
contacts with selective gold
plating in the contact area
deliver high reliability while
maintaining low mating force.

In addition, contact and
housing configurations
prevent pin damage if a
long connector is "peeled”
apart from one end.

Features such as 64-
combination keying and
high temperature housing
materials add to the appeal
of Tyco Electronics vertical
receptacle assemblies.

These connectors are

highly specialized products
for applications demanding
their unusual characteristics.
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
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| stacking height is also achieved using vertical receptacle assemblies with

SUIUTI pUS.
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