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AMPMODU .100 [2.54]

Centerline Connectors per MIL-C-55302

Electronics

Product Facts

m Qualified to
MIL-C-55302/127 and /128

m Mates with .025 x .025
[0.64 x 0.64] posts

m Dual cantilever spring
contact design and built-in
anti-overstress

m Wide misalignment
tolerances

m One-piece phosphor bronze

contacts, plated gold over
nickel per MIL-C-55302

m .100 [2.54] centerline
spacing

m Choice of single or double
row assemblies

m Assemblies available for
.062 [1.57] or .093 [2.36]
thick PC boards

m Special right-angle recep-

tacle configurations available

Introduction

AMPMODU Receptacle
Assemblies per MIL-C-55302
are specifically designed

to meet today's need for

a reliable, modular inter-
connection system for
advanced electronic
packaging.

These right-angle assem-
blies mate with the electronic
industry's popular, .025 x
.025 [0.64 x 0.64] posts. This
means that the AMPMODU
Connector system may be
used with a host of applica-
tions ... from individual

PC board mount posts to
complex post headers and
connectors.

Housings are made of blue
diallyl phthalate, 94V-0 rated
thermoplastic, and are
pre-loaded with phosphor
bronze contacts, plated
.000050 [0.00127] gold
over .000050 [0.00127]
nickel per MIL-C-55302.

A special AMPMODU
Receptacle Assembly is
available for high tempera-
ture requirements. This
double row, right-angle
assembly has a housing
made of polyphenylene
sulfide (PPS) GST-40F, per
MIL-M-24519 with a choice
of contact platings.

Keying plugs are available
for all assembly configu-
rations.

Technical Features
Center Spacing — 0.100 [2.54]

Housing Materials — Polyphenylene
sulfide or diallyl phthalate

Flammability Rating — 94 V-O
Contact Material — Phosphor bronze

Contact Finish — .000050 [.00127]
Gold or gold flash

Temperature Range —

-85°10 257°F [-65° t0 125°C]
Current Rating — 3 amp max.
Termination Resistance (max) —
12 milliohms max.

Performance Characteristics
Dielectric Withstand Voltage —
750 Vac at sea level

Insulation Resistance —

5000 megohms minimum

Contact Insertion Force —

6 0z. [1.67 N] max. per contact
Durability — 500 cycles
Vibration — MIL-STD-1344 method
2005 Cond Ill (156)

Physical Shock — MIL-STD-1344
method 2004 Cond G (100G)
Thermal Shock — MIL-STD-1344
method 1003 Cond A

Temperature Humidity —
MIL-STD-1344 method 1002 Type Il
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
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