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unkeyed single-insert
connectors, unsealed

RMAE — same as RMA,
except sealed

Military Series

M — MIL qualified,
unsealed

MM — MIL qualified,
interface seal on pin inserts

MME — MIL qualified,
environmentally sealed

Miniature Series
RA — Unsealed
RE — Sealed

Special connectors are also
available — including con-
nectors for flexible flat
cable, for wire wrap-type
terminations, and with con-
tacts for board-mount appli-
cations.

Screw-machined pin and
socket contacts for connec-
tor inserts — signal contact
sizes 22, 20, 16 and 12 for
terminating wire range of 30
through 12 AWG [0.05-3
mm]. Crimp snap styles for
rear-remove, rear-release
applications are most com-
mon. They can be supplied
both in loose-piece form, or
can be tape-mounted for
high-speed application.

Coax contact sizes 1, 3, 5,
7. 10 and 15 are available.

Material Specifications

Shell — Die-cast aluminum alloy per
QQ-A-591; cadmium plated with yellow
chromate conversion, or electroless
nickel plated per QQ-P-416

Insert Retention Plates — (M, MM,
R, RM, RME series) Aluminum alloy,
blue anodized per MIL-A-8625 or
electroless nickel plated per QQ-P-416;
(MME series) Aluminum alloy, powder
coat blue epoxy; (RA, RE series)
Stainless steel, passivated

Screws and Washers — Stainless
steel, passivated

Dielectric Hard — Epoxy
Dielectric, Interface Seal
(Receptacle only) and Wire
Sealing Grommets — Silicone rubber
Keying Posts and Nuts (Plug
Only) — Stainless steel, passivated
Keyways (Receptacle Only) —
Commercial — Aluminum

Military — Stainless steel

Performance Specifications

Environmentally sealed RME series
connectors are designed per Military
Specification MIL-C-81659 and all
signal pin and socket contacts per
MIL-C-39029. M, MM and MME series
connectors are qualified and 100
percent inspected for conformation to
MIL-C-81659.

Insulation Resistance —
5000 megohms

Dielectric Withstanding Voltage

(Unmated at Sea Level) —

Test (contact arrangements 32C2, 33C4,
67 & 106) 1000 volts rms
(all other contact arrangements,
except C2 & C3) 1500 volts rms

Operate (contact arrangements 33C4, 67
& 106) 400 volts rms
(all other contact arrangements,
except C2 & C3) 500 volts rms

Temperature Range —
-85°F to 257°F [-65°C to +125°C]

Contact Current Rating (tested in
free air per MIL-C-34029) —

(See pages 4-67 to 4-69 for information
on coaxial contacts)

Size 22 (22 AWG wire) [0.3-0.4 mm2]

5.0 amps
Size 20 (20 AWG wire) [0.5-0.6 mm2]
1.5 amps
Size 16 (16 AWG wire) [1.25-1.4 mm2]
13.0 amps
Size 12 (12 AWG wire) [3 mm2]
23.0 amps
Contact Retention —
Size 22 15 |b. (min.) [67 N]
Size 20 20 |b. (min.) [89 N]
Size 16 25 1b. (min.) [92 N]
Size 12 30 Ib. (min.) [134 N]

Durability (Mating and

Unmating) — 500 cycles

Salt Spray — MIL-STD-1344, Method
1001, Condition B

Vibration — MIL-STD-1344, Method
2005, Condition IV
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 52-55-1106-0800
C. America: 57-1-254-4444

South America: 55-11-2103-6000
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-208-420-8341














































































