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Product Facts

m Designed to accept 50,
70 and 93 ohm miniature
coaxial cables

m Three types of connectors:
Screw-on Series, Slide-on
Series and Quick-Connect
Series

m Temperature range —
-85°F to +257°F [-65°C to
+125°C] (with neoprene
gasket or bend relief cap)
-80°F to 392°F [-62°C to
+200°C] (with silicone gas-
ket or bend relief cap)

m Dielectric Withstanding
Voltage — 1000 volts RMS
at sea level

m Contact Resistance —
3 milliohms max., D.C.

m Captive Contacts —
Terminated connector
contacts captivated from
movement in both directions

Introduction

MICRODOT Standard
Coaxial Connectors are
designed to accept 50, 70,
and 93 Ohm miniature
coaxial cables. These con-
nectors are available as
Screw-On Series, Slide-On
Series, or Quick-Connect
Series. The Screw-On
Series is intermateable with

the Gold Plated Crimp Style
Coaxial Connector Series
and offers the dependability
of a threaded coupling. For
enhanced safety, choose
connectors with wire holes.

Choose Slide-On Series for
the fastest, most convenient
mating and unmating.

The Quick-Connect Series
offers the convenience of
Slide-On coupling with
added retention provided
by a snap ring located on
the jack/receptacle side.

Consult Tyco Electronics
for special cable accommo-
dations and mounting
features.
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 52-55-1106-0800
C. America: 57-1-254-4444

South America: 55-11-2103-6000
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-208-420-8341
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