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Introduction

The Nanonics 50 ohm
coaxial connector system
combines the benefits of
the rectangular DUALOBE
connectors while offering
the flexibility to terminate up
to nine coaxial contacts
within the same metal
connector housing.
Furthermore, with this
unique design, five signal

contacts, terminated with
30 AWG or smaller discrete
wire, can also be integrated
into this connector pack-
age. These connectors are
typically used in applica-
tions with frequencies up to
20 GHz.

RG-178 coax coaxial cable
is the standard cable used
on these connectors. The

Specifications

Technical and Performance
Data

Electrical

Contact Resistance - .003 - .008
ohms

Current Rating — 1 amp max. per
contact

Dielectric Withstanding Voltage —
Volts RMS 60 Hz at room ambient condi-
tions. At sea level 500V. At 70,000 ft.
150V.

Insulation Resistance - 5000
megohms min. (@ 500 VDC) at room
ambient conditions.

receptacle coax connector
is also available in a
horizontal surface mount
configuration allowing for
wire to board applications.
Harness assemblies and
custom configurations can
also be accommodated.

Magnetic Permeability — 2 mu max.

Temperature Range — -55°C to
+125°C

Outer Coaxial Contacts - BeCu Alloy
plated with gold per MIL-G-45204 over
nickel

Dielectric Insert - Teflon

Braid Termination — Soldered to outer
coaxial contacts with SN63P637 solder
Backpotting - Standard for wire
terminations
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Start: .050 GHz

Stop: 20.0 GHz
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