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Push-0n Coaxial Connectors

Electronics

Features

m Interface designed for
multiple interconnects

m For high performance
microwave system
requirements

m Bulkhead or panel mount
m For semi-rigid cable

METRIC

Dimensions in this
OSP (BMA) section are

All other pages are

millimeters over inches.

inches over millimeters.

OSP (BMA) Miniature Modular Blind Mate Connectors

OSP (BMA) miniature con-
nectors for semi-rigid cable
meet high performance
requirements for microwave
multiple interconnects.
Standard units are available
in bulkhead or panel mount
designs for either direct sol-
der or OSCC solderless
compression crimp attach-
ment. Complete tooling for
both versions is located

in the Tool Section of this
catalog.

Jack connectors are avail-
able in either float or rigid
mount. Rigid mount units will
function to specifications up
to +.10 [.004] radial mis-
alignment with the mating
plug connector. Applications
requiring greater than +.10
[.004 ] radial misalignment
can use either the float
design or floating connector
plates with guide pins.

The OSCC Solderless
Compression Crimp attach-

ment meets high perform-
ance requirements for
microwave system applica-
tions. The cable attachment
is permanent and highly
reliable.

Ease of assembly permits
users unskilled in soldering
techniques to rapidly pro-
duce cable assemblies with
consistently excellent
mechanical and electrical
performance.
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Dimensions are in millimeters
and inches unless otherwise
specified. Values in brackets
are standard equivalents.

to change.

Dimensions are shown for
reference purposes only.
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tllL’D Push-0On Coaxial Connectors AN

MIL-P-25732

3 pounds max.
1.5 pounds max.

6 pounds min.
5,000 Cycles
+.10 [+. 004]
+.51 [+.020]
Jack Connector —
Center Contact Socket Oversize test Pin — 945 +.003 [.0372 + .0001] dia.
Test Pin Finish — 16 micro inch
Insertion Depth — .16/1.14 [.030/.045]
Number of Insertions — 3
Insertion Force Test Pin — 940 +.003 [.0370 + .0001] dia.
Test Pin Finish — 16 micro inch
Insertion Depth — 1.27/1.91 [.050/.075]
Insertion Force — 3 pounds max.
Withdrawal Force Test Pin — 90 +.003 [.0355 - .0001] dia.
Test Pin Finish — 16 micro inch
Insertion Depth — 1.27/1.91 [.050/.075]
Withdrawal — 1 ounce min.
Finish
Center Contact — Gold plate per MIL-G-45204, Type Il, Class 1 over copper plate per MIL-C-14550
Housing — Gold plate per MIL-G-45204, Typ II, Class 0 over nickel plate per QQ-N-290, Class 2
or passivate per ASTM-A380
All dimensions shown are nominal.
Contact the factory for specific
tolerances.
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