5-174

m ULTRA-LITE AMPLIMITE
non-magnetic connectors
save weight and improve
EMI shielding vs. brass
shell NASA-style
connectors

m MIL-C-39029 contacts offer
reliability and economies of
high speed termination by
automatic machine

m Connector savers (feed-
through) preserve perma-
nently mounted connectors
in high use applications

m Choice of sizes — Size 1
through 5 for Series 109,
standard density with 9,

15, 25, 37 and 50 contacts;
Size 1 through 6 for Series

90, high density with 15, 26,
44, 62, 78 and 104 contacts

m Series 109 standard density
connectors are available
with cavities for power or
coaxial contacts mixed with
size 20 signal contacts

m Right-angle and straight PC
board connectors in Series
109, standard density

m Preloaded, straight-posted
connectors available in
Series 90, high density

m Preloaded, solder cup
connectors available in
Series 109, standard density

m Produced under a Quality
Management System certi-
fied to I1SO 9001
A copy of the
certificate is available
upon request

nectors

AMPLIMITE Military Sub-
miniature D Connectors are
compact pin and socket
connectors especially
designed for high density
packages. They are ideally
suited for applications
such as military equipment,
ground support devices,
computer peripheral equip-
ment, modems and indus-
trial instrumentation.

In addition to the complete
selection of standard mili-
tary subminiature D-type
connectors, Tyco Electronics
offers special application
versions such as connec-
tors which mix power/coax
cavities with size 20 signal
contacts; feed-through con-
nectors which provide a dis-
posable interface for high
use applications; and spe-
cial non-magnetic connec-
tors with a rubber grommet
on the rear, for strain relief.

Series 109 and Series 90
military connectors conform

to the latest amendments
of the MIL-DTL-24308
specification and thus are
intermateable with similar
connectors in the same
sizes from other manufac-
turers. A broad range of
connectors is included in
this catalog, complemented
by a variety of commercial
cable clamps and mating
hardware, which can be
found in catalog 1307612.

Each AMPLIMITE crimp con-
nector has metal clips which
retain the pins and sockets
after they are loaded into the
inserts from the rear.

Series 109 connectors
accept size 20 contacts,
while Series 90 connectors
accept size 22 contacts.
Cavity spacing conforms
to military specifications.

Size 20 and size 22 pins
and sockets are designed
for an 8-indent crimp. They
are supplied loose-piece for

crimping in a standard
M22520/2 hand operated
tool or tape-mounted for
high speed application
by an AMP-TAPEMATIC
Stripper/Crimper Machine.

Series 90 and Series 109
connectors preloaded
with contacts are available
for printed circuit board
mounting.

Special Series 109 connec-
tors with power/coax cavi-
ties accept power contacts
for 18 through 8 AWG
[0.8-8 mm2] wire or coaxial
contacts for RG/U 174,
188A and 316 cable, in
combination with standard
size 20 signal contacts.

A complete range of
non-military AMPLIMITE
subminiature D con-
nectors, contacts and
accessories are shown
in catalog 1307612,
available on request from
Tyco Electronics.
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 52-55-1106-0800
C. America: 57-1-254-4444

South America: 55-11-2103-6000
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-208-420-8341



























































































































