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acnieveda py e manner in
which Twist Pin Contacts
are designed

m The metal shell and plastic
shell are available with
solder cup and solid or
stranded wire terminations

m Mating force maximum is
10 oz. [2.78N] times the
number of contacts

m Durability — No known
mechanical or electrical
issues detrimental to the
function of the connectors
after 500 cycles of mating
and unmating

m Current Rating — 3 amps
max per contact

MICRODOT Connectors
MCK and MCD High Density
Microminiature "D"
Connectors described in
this catalog comprise a
complete connector system,
which is adaptable to a
numerous variety of form
factors. Low engaging force
is achieved by the manner
in which the twist pin
contacts are designed.

By constructing the male
contact as a breathing
helical spring, electrical
contact is achieved at many
points around the periphery
of the pin bundle rather
than at a few discrete
points, as in conventional
pin designs. Normal twist

#MICRODOT

pin engagement force is

6 oz. [1.67N] typically and
8 0z. [2.22N] maximum. The
low force twist pins exhibit
an engaging force of 4 oz.
[1.11N] typically and 5 oz.
[1.39N] maximum. Low
force twist pins are standard
in MIL-DTL-83513 configura-
tions of MCK and MCD
connectors and may be
supplied as an option in all
other configurations.

The MCK and MCD Series
of connectors featured in
this catalog are designed to
meet the applicable require-
ments of MIL-DTL-83513,
for intermateability, inter-
changeability, and

performance. Designed for
both military and commer-
cial applications, the MCK's
and MCD's are especially
well suited for use in minia-
turized airborne and space
electronics, computers, and
test equipment. The metal
shell MCK's and plastic
shell MCD's are available
with solder cup, and solid or
stranded wire terminations.
MCK transition blocks are
standard for printed circuit
board mounting. Custom
termination configurations
for both MCK and MCD

can be accommodated.
Micro D's are also supplied
in wired harness assemblies.

Catalog 1308940
Revised 8-06

www.tycoelectronics.com

Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 52-55-1106-0800
C. America: 57-1-254-4444

South America: 55-11-2103-6000
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-208-420-8341





























































































