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Technical and Performance
Data

Electrical

Contact Resistance —.003 - .008
ohms

Current Rating — 1 amp max. per
contact

Dielectric Withstanding Voltage —
Volts RMS 60 Hz at room ambient con-
ditions. At sea level 500V. At 70,000 ft.
150V,

Insulation Resistance — 5000
megohms min. (@ 500 VDC) at room
ambient conditions.

Magnetic Permeability — 2 mu max.

Mechanical

Contact Engagement & Separation
— Engaging force is 6.0 0z. max.
Separation force is 0.5 0z. min.

Mating Force Maximum —
Calculated as 10 oz. multiplied by the
number of contacts.

Nano-Miniature Connectors

Environmental
Temperature Range —-200° C to
+200° C

Shock — No discontinuity in excess of 1
1 sec. when tested in accordance with
MIL-STD-1344, Method 2004.1, Test
Condition E.

Vibration — No discontinuity in excess
of 1 p sec. when tested in accordance
with MIL-STD-1344, Method 2005.1,
Test Condition IV.

Solderability — Connectors shall meet
the test requirements of MIL-STD-202,
Method 208.

Durablity — No mechanical or electrical
defects detrimental to the function of the
connectors after 500 cycles of mating
and unmating, without the use of
hardware.

Humidity — After exposure to humidity
as specified by MIL-STD-1344, Method
1002.2, Type II, IR shall be 1 megohm
min. (@ 100 VDC) within 2 hours of
conditioning and 1000 megohms min.
(@100 VDC) after 24 hours of condi-
tioning.

Salt Spray — Connectors shall meet the
performance requirements of contact
resistance, mating and unmating forces,
and contact retention after being subject-
ed to the 48 hour 5 % solution salt
spray test per MIL-STD-1344, Method
1001, Condition B.

Fluid Immersion — Unmated connec-
tors after being fully immersed in one of
the following fluids, for the prescribed
time, will mate at a force of 10 oz. multi-
plied by the number of contacts or less:

Perchloroethylene, 2 hours; Lubricating
oil per MIL-L-23699, 20 hours.

Crimp Tensile Strength —
(Unassembled contacts with crimped
stranded wire terminations) Wires will
not pull out of the contacts when the fol-
lowing axial load is applied: #30 AWG,
2 Ibs.

Thermal Vacuum Outgassing —
Connectors shall have a maximum total
mass loss (TML) of 1.0 % of the original
specimen mass and a maximum collect-
ed volatile condensable materials
(CVCM) content of 0.1 % of the original
specimen mass when tested in accor-
dance with SP-R-0022A.

Material and Finish

Contacts — BeCu alloy plated with gold
per MIL-G-45204 Type Il over nickel per
QQ-N-290.

Plastic Insulators and Shells —
30% glassed filled Liquid Crystal
Polymer (LCP).

Metal Shells — 6061-T6 Aluminum
with electroless nickel plating per MIL-
(-26074. Stainless steel and gold plat-
ed shells are also available.

Catalog 1308638
Revised 8-05

www.tycoelectronics.com

Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-141-810-8967



tyco

Electronics
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DUALOBE Rectangular Connectors

Nanonics D-style rectangu-
lar connectors have earned
the distinction of being the
most popular and widely
utilized style of Nano con-
nectors. These connectors
incorporate the DUALOBE
polarization scheme. This
polarization scheme
negates the need for
mating guide pins and
does not increase the
package size. The
DUALOBE series of
connectors are available in
both machined aluminum
and molded plastic shells,
both in one and two row
connector housings. Single
row configurations com-
monly have standard pin
counts from 5 to 51, while
the higher density two row
configurations have pin
counts from 9 to 65. These
connectors can be termi-
nated in many different
ways. Standard configura-
tions include wires, surface
mount, thru-hole, solder

cup, “duckbill”, and panel
mount. Wired harness
assemblies and custom
configurations can also be
accommodated. Such
custom configurations
include filtered, hermetic,
environmentally sealed,
and blind mate connectors.

This family of connectors is
designed to meet the
requirements of MIL-DTL-
83513, with a few size relat-
ed modifications.

Designed primarily for the
military and aerospace
industry, the DUALOBE
series is especially well
suited when high reliability,
coupled with reduced size
and weight, are serious
design parameters. A clear
example of this is the use
of Nanonics connectors in
such applications as smart
munitions, missile defense,
aircraft communications,
and UAV’s. In addition to
the above applications, with

the wide temperature range
of the DUALOBE connector
(-200°C to +200°C), the
space and petroleum
industries have also found
many uses for this connec-
tor. The performance and
reliability at cryogenic tem-
peratures, along with the
low outgassing material
properties, has led to an
increased usage in space
applications. Such applica-
tions include nitrogen-
cooled optics, low and high
earth orbiting satellites,
telescopes, deep space
probes, orbiters, and
rovers. On the opposite
end of the spectrum, the
petroleum exploration
industry utilizes these
connectors for their per-
formance and reliability in
downhole environments at
temperatures exceeding
150°C.
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Electronics Wired Connectors — Single Row, Flying Leads
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Plug with Flying Leads Receptacle with Flying Leads
Drawing Number 1589455 Drawing Number 1589457
Product Facts
m Plastic or Metal Shell
m Standard Sizes: 5, 9, 15,
25, 37, and 51
m Factory wired to your
specifications i Dimensions
. ize B c 1
m Contact Tyco Electronics for
custom configurations 5 0.233 [5.92] 0.3085 [7.84] 0.100 [2.54]
9 0.333 [8.46] 0.4085 [10.38] 0.200 [5.08]
15 0.483 [12.27] 0.5585 [14.19] 0.350 [8.89]
25 0.733 [18.62] 0.8085 [20.54] 0.600 [15.24]
37 1.033 [26.24] 1.1085 [28.16] 0.900 [22.86]
51 1.383 [35.13] 1.4585 [37.05] 1.250 [31.75]
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Wired Connectors — Two Row, Flying Leads
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Receptacle Position “Size”
Plug with Flying Leads Receptacle with Flying Leads
Drawing Number 1589472 Drawing Number 1589476
Product Facts
m Plastic or Metal Shell
m Standard Sizes: 9, 15, 25,
37, 51 and 65
m Factory wired to your
specifications i Dimensions
. ize
m Contact Tyco Electronics for B c L
custom configurations 9 0.229 [5.82] 0.3085 [7.84] 0.100 [2.54]
15 0.304 [7.72] 0.3835 [9.74] 0.175 [4.45]
25 0.429 [10.90] 0.5085 [12.92] 0.300 [7.62]
37 0.579 [14.71] 0.6585 [16.73] 0.450 [11.43]
51 0.754 [19.15] 0.8335 [21.17] 0.625 [15.88]
65 0.929 [23.60] 1.0085 [25.62] 0.800 [20.32]
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Electronics

Part Numbering Guideline for Wired Connectors

DUALOBE Connectors - Wire Terminations

S X X XXX XX X XX XXX X
Class T TThreads/Jackscrew
S Dualobe
Threads (Receptacles Only) Jackscrews (Plugs Only)
Rows N Thread for 1.0 mm Jackscrews M 1.0 mm Non Captive Jackscrew
S 1Row Q Thread for 1.2 mm Jackscrews N 1.0 mm Captive Jackscrew
T 2Row Q 1.2 mm Captive Jackscrew
Type Conductor Length
L LCP (Plastic) XXX Three numbers only, length is in inches ( i.e. 012 = twelve inches)
M Metal (Al, Ni Plate) CXX A"C"followed by two numbers, length is in centimeters ( i.e. C06 = six centimeters)
MXX An"M" followed by two numbers, length is in meters (i.e. MO2 = two meters)
Positions
005 5 Position (single row only) Conductor Type
009 9 Position DX White TEFLON DM Color Coded TEFLON per MIL-STD-681
015 15 Position DY White PTFE M16878/6 DT White TEFZEL M22759/33
025 25 Position DC Color Coded TEFLON GX TEFLON Ribbon Cable FEP
037 37 Position
051 51 Position Conductor Size/Strands
065 65 Position (two row only) 0 28 AWG Solid
1 30 AWG Solid

. . 2 30 AWG 7 Strand
Configurations 3 99 AWG 7 Strand
PC Plug 4 34 AWG 7 Strand
SC Receptacle
Catalog 1308638 Dimensions are in inches and Dimensions are shown for ~ USA: 1-800-522-6752 South America: 55-11-3611-1514
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Solder Cup Connectors — Single Row
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m Plastic or Metal Shell [4] 1N TyPe
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m Standard Sizes: 5, 9, 15, Lon ToP-
25, 37 and 51 90000006
m Contact Tyco Electronics for }
custom configurations Position 1
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Receptacle Assembly
Drawing Number 1589052
Size Dimensions
B C L
5 0.233 [5.92] 0.3085 [7.84] 0.100 [2.54]
9 0.333 [8.46] 0.4085 [10.38] 0.200 [5.08]
15 0.483 [12.27] 0.5585 [14.19] 0.350 [8.89]
25 0.733 [18.62] 0.8085 [20.54] 0.600 [15.24]
37 1.033 [26.24] 1.1085 [28.16] 0.900 [22.86]
51 1.383 [35.13] 1.4585 [37.05] 1.250 [31.75]
Catalog 1308638 Dimensions are in inches and Dimensions are shown for ~ USA: 1-800-522-6752 South America: 55-11-3611-1514

Revised 8-05

millimeters unless otherwise

specified. Values in brackets

www.tycoelectronics.com

are metric equivalents.

reference purposes only.
Specifications subject
to change.

Canada: 1-905-470-4425
Mexico: 01-800-733-8926
C. America: 52-55-5-729-0425

Hong Kong: 852-2735-1628

UK: 44-141

Japan: 81-44-844-8013

-810-8967



tuco

Plug

Receptacle

Product Facts

m Plastic or Metal Shell

DUALOBE Rectanqular Connectors

_Nanemics

m Standard Sizes: 9, 15, 25,

37, 51 and 65

m Contact Tyco Electronics for

custom configurations
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Receptacle Assembly
Drawing Number 1589054
Size Dimensions
B C L
9 0.229 [5.82] 0.3085 [7.84] 0.100 [2.54]
15 0.304 [7.72] 0.3835 [9.74] 0.175 [4.45]
25 0.429 [10.90] 0.5085 [12.92] 0.300 [7.62]
37 0.579 [14.71] 0.6585 [16.73] 0.450 [11.43]
51 0.754 [19.15] 0.8335 [21.17] 0.625 [15.88]
65 0.929 [23.60] 1.0085 [25.62] 0.800 [20.32]
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