m Reverse gender available
m ldeal for harsh environment

m Sealed — Silicon rubber
grommet/o-ring

m Unsealed — No grommet/
o-ring

m Meets MIL Standards (high
quality) but is not QPL
qualified

m Ideally suited to applications
where many conductors
must be accommodated in
a minimum of space with
minimum weight

m MARC Series Connectors
are non-magnetic

m Contact rating 2.5A
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Our high density, light-
weight Multi-Pin Circular
Connectors are the

@MICRODOT

industry's most advanced
and are ideally suited to
applications where many
conductors must be accom-
modated in a minimum of
space with minimum weight.

All series of connectors
feature a crimp contact
retention method, requiring
no insertion or removal tools.

The MARC 43 Series
Connectors conform to
applicable performance
requirements of MIL-C-26482
and has seen extensive
service on many leading
aerospace and ground sup-
port equipment programs.

The MARC 53 Series
Connectors, designed to
conform to the USAF high
reliability specification
MIL-C-38300, as offers
high density connector
performance. The positive
lock coupling mechanism,
combined with our exclu-
sive floating interfacial seal,
offers outstanding perform-
ance under rigorous service
conditions.

The MARC 63 Series
Connectors, our Bayonet
Coupling Series, accommo-
dates all insert patterns

and layouts available in the
MARC 43 Series Connectors,
MARC 53 Series Connectors,
and RMD Series Connectors.
All insert assemblies are

completely interchange-
able. Lighter in weight and
smaller in size than any
comparable connector on
the market, it requires up
to 50% less engagement/
separation force. Conversion
to bayonet coupling shell
from MARC 43 Series
Connectors or MARC 53
Series Connectors is done
without tools by merely
transferring the contacts
and insert assemblies into
the MARC 63 Series
Connectors shell.

The newest addition to the
Multi-Pin product line is the
MARC 73 Series Connectors.
The twist pin Circular
Connector combines the
lightweight, bayonet
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-141-810-8967
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