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Threaded Coupling
Product Facts

High cycle life spring probe
and pad contact interface—
5000+ mating cycles

Threaded coupling
mechanism

High density for limited
space applications

Multiple shell sizes and
keying configurations

Resistant to autoclaving
(1000 cycles @ 275°F
[135°C]) or chemical
sterilization (500 cycles)

Jam nut style, rear panel
mounting

Precision, screw machine
contacts

No assembly or application
tools required

Environmentally sealed
(IP67) and shielded

High performance at lower
cost

Alternate pin and socket
contact interface available

Matte black, low reflectivity
finish

Optimized wiring pattern

of standard connector
configuration — 8 position
Ethernet

Single piece adapter for
shield termination and
overmolding

For More Information

Technical Support
E-mail: newproducts@tycoelectronics.com

Metal-Shell Micro Circular Connectors with Spring-Loaded Contacts

Small, rugged circular
connector for Military and
Aerospace, Medical and
Industrial, applications in
2 shell sizes M11 (7 pos.)
and M14 (19 pos.).

Applications
m Military & Aerospace
m Medical Equipment

m Instrumentation & Test
Equipment

m Portable Computing,
Data Management,
Communications and
Sensing Devices

m Rugged Solution for
Gigabit Ethernet and
USB 2.0

m Outdoor Applications

Mechanical Characteristics

m Threaded coupling

m 5000 minimum mating cycles with
spring probe contacts

m Environmentally sealed, IP 67 -
water immersion, TM for 30 minutes
(in mated condition)

m Overmold or heat-shrink tubing for
sealing and strain relieving

Wire Size — 30-24 AWG

[0.06-0.2 mm2] (24 AWG wire is solid

or 7-strand only)

Termination — Solder

Max. Operating Temperature —

392°F [200°C]

Material and Finish

Spring Probe Pin — Brass, 10 pin.
[.25 pm] gold finish over nickel on
mating end, tin-lead over nickel on
solder cup/tail

Spring Probe Pad — Brass, 30 pin.
[.76 pm] gold finish over nickel on
entire contact

Shell — Black chrome plated (Nickel
plated brass option)

Insulator — High temperature thermo-
plastic, white

Standards and Specifications
Design Objectives
108-2169

Spring Probe Product Specification
108-1943
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
Specifications subject
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